
Braille BatteryTM Super 16TM “Circle Track Spec” B169L Lithium Battery Lighter. Stronger. Faster.

• Easy Install: Direct Group 34 Drop In Replacement
• Lighter: 40 Pounds Lighter than Equal Capacity
• Safer: Sealed Safe Design
• Efficient: Stable Voltage Output
• Greener: Modular Design For Service or Repair
• Reliable: Longer Cycle Life, Better shelf Life

PHYSICAL SPECS

Length: 10.0” / 254 mm
Width: 3.25” / 82.6 mm
Height: 6.00” / 152 mm
Weight (lbs): 8.9 lbs / 4.03 kg
Post Type:       Brass Reinforced  3/8” studs with nuts

Standard SAE terminals (optional)
Polarity:             Left Positive (Right Optional)

PERFORMANCE

Voltage Class: 16 volts
Full Charge Range: 17.6-17.8 volts
Pulse Cranking Amps @ 80F: 950
Nominal Capacity (C/5 rate): 25 AH
Lead-Acid Equivalent Capacity: 75 Lithium AH (LAH)
Life Cycle @ 80% DOD: Up to 1000 cycles
Life Cycle @ 10% DOD: Up to 5000 cycles

CHARGING INFORMATION

Alternator: Automotive, Marine and Cycle Compatible
Battery charger: Braille 1632L – “Super 16” 2 amp lithium
Rapid Recharge: Braille 16310L - “Super 16” 10 amp lithium
Maximum Charge Voltage @70F: Up to 20.5 volts
Recommended Charge Voltage: 18.25 volts

WARRANTY
Warranty: 1 Year Free repair/replacement. See warranty terms and conditions.

Actual performance may vary. Pricing, specifications and features calculated as of 3/16, subject to change without notice. For latest information, contact Braille directly.
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Combo includes 6A 16V lithium charger


